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Abstract 
One of the most important issues associated with photovoltaic systems is receiving maximum 
power and tracking maximum power point. Hence, researchers have proposed numerous methods in 
recent years. The first step toward selecting a useful method is recognizing algorithms, methodology and 
advantages of each method. In this study MPPT methods are deeply investigated. For this purpose, first 
off, equations governing photovoltaic systems are explicated. Then, nonlinear behavior of photovoltaic 
cells is demonstrated by simulation. Finally, different methods of MPPT and their advantages are 
mentioned. 
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1. Introduction 
One of the approaches to extracting solar energy is direct conversion of its light to 
electricity which is called photovoltaic. In this method where light beams are directly converted 
to electricity, electrons and holes follow in a semiconductor [1, 2, 3].  
Different factors affect increase or decrease of generated voltage and current. As it is important 
to understand effective factors, various studies have been conducted on this field. 
I-V characteristic of a photovoltaic cell is nonlinear as a result of nonlinear curve of 
semiconductor materials [4]. It means that a photovoltaic cell may locate on each point of its P-V 
curve. Operating point of photovoltaic cell definitely has a direct relationship with incident level 
and panel temperature. Since the diode characteristic is nonlinear some adjustments must be 
done to maintain operating point of the system on ௠ܲ௣(maximum power). 
On the other hand, due to various limitations such as cost and short efficiency time of systems 
finding an algorithm which constantly provides maximum power for consumers is essential. In 
this study methods introduced for finding and tracking ௠ܲ௣ point are investigated. 
 
2. Investigating Photovoltaic Cells Models and Curves 
Recently, researchers have proposed various models for simulation and modeling of 
photovoltaic systems. It is valuable effort as it may lead us to real model. In this study, single 
diode model is employed as it is simpler and close to actual model. Figure 1 depicts single 
diode model of a photovoltaic cell. 
 
 
 
 
Figure 1. Circuit model of a photovoltaic cell [4] 
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In this model ܫ௟is the current generated by the cell and ܴ௦௛models current loss in the 
cell. ܫ௉௩And ௣ܸ௩model output current and voltage of the cell, respectively. Equations 1-5 might be 
utilized to simulate a photovoltaic cell [5, 6, 7, 8]. 
 
ܫ௟ ൌ ீீ೙ ሺܫ௦௖௡ ൅ ܭ௜ሺܶ െ ௡ܶሻ (1) 
 
ܫோ௦௛ ൌ ௏೛ೡାோೞூುೡோೞ೓  (2) 
 
ܫ஽ ൌ ܫ௦ ቆ݁
ೇ೛ೡశೃೞൈ಺೛ೡ
೙಼೅ ೜ൗ െ 1ቇ (3) 
 
ܫ௣௩ ൌ ܫ௟ െ ܫ஽ െ ܫோ௦௛ (4) 
 
ܫ௢ ൌ ூೞ೎೙ା௄೔ሺ்ି ೙்ሻ௘௫௣ሺሺ௏೚೎೙ା௄ೡሺ்ି ೙்ሻ/௡௏೟ሻିଵሻ (5) 
 
The parameters exploited in equations 1-5 are presented in table 1. 
 
 
Table I. Variables used in equations 1-5 
Variable definition 
ࡵࡼࢂ system output current ࡾ࢙ࢎ shunt resistance modeling current loss ࡾ࢙ series resistance ࢂࡼࢂ output voltage of the system 
G solar incident 
ࡳ࢔ reference incident level ࡷ࢏ thermal coefficient of short circuit current 
ࡷ࢜ thermal coefficient of open circuit voltage 
n ideality factor 
ࡵ࢙ࢉ࢔ short-circuit current in ௡ܶ and ܩ௡ condition 
ࢂ࢕ࢉ࢔ open circuit voltage in ௡ܶ and ܩ௡ condition ࡵ࢕ reverse situation current ࢂ࢚ thermal voltage of the junction 
T current temperature of the cell 
ࢀ࢔ reference temperature of the cell ࡵࡸ current generated by light 
 
 
Simulating equations 1-5 in SIMULINK- MATLAB results in diagrams shown in figures 2 
and 3. Figure 3 illustrates that increase in incident increases ௠ܲ௣. Furthermore, figures 2 and 3 
demonstrate nonlinear behavior of photovoltaic cells. This nonlinearity threatens utilization and 
constant use of maximum power as well as system performance in different weather conditions. 
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Figure 2. I-V characteristic constant temperature, 25 Celsius degrees and variable incident 
 
 
 
Figure 3. P-V characteristic in constant temperature, 25 Celsius and variable incident 
 
 
Figure 3 demonstrates wide change in power curve for incident variations. Optimum 
maximum power condition in the above diagrams is the peak of the diagram; thus, an algorithm 
must be designed so that operating point is maintained on the peak power point while incident 
and, in turn, characteristic are changing. 
 
 
3. Methods for Maximum Power Point Tracking  
According to figures 2 and 3 it might be seen that maximum power point considerably 
changes when incident level changes. During the day time many factors may affect incident. As 
mentioned before it is really crucial and adversely affects efficiency and performance of the 
system. In the following different MPPT methods are explicated. 
 
3.1. Perturb and Observation Method 
It is one of the simplest and most popular MPPT methods. In this method firstly, current 
value of cell operating voltage is read in the form of its equivalent power from the diagram. 
Afterwards, voltage is perturbed (voltage is slightly changed by the algorithm) and power is read 
again. Now if ∆ܲ is positive, operator moves the voltage toward the maximum point using step 
value (c); whereas, if ∆ܲ is negative the operation is reversed till the maximum power point is 
obtained [9, 10, 11, 12, 13, 14, 15]. The flow chart of this algorithm is depicted in figure 4. 
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Figure 4. The algorithm of perturb and observe method 
 
 
3.2. Incremental Conductance Method 
Incremental conductance method is another approach to MPPT. It is mainly used in 
space industry and conditions where high precision is needed. In this method the sign of ௗ௉ௗ௏is 
exploited for tracking maximum power point [16-17-18]. Equations 6, 7 and 8 might be 
concluded. 
 
݀ܲ ܸ݀⁄ ൌ 0atmpp (6) 
 
݀ܲ ܸ݀	 ൐ 0⁄ left of mpp (7) 
 
݀ܲ ܸ݀	 ൏ 0⁄     Right of mpp (8) 
 
Moreover form I-V and P-V characteristics we have: 
 
ௗ௉
ௗ௏ ൌ
ௗሺூ௏ሻ
ௗ௏ ൌ ܫ ൅ ܸ
ௗூ
ௗ௏ ≅ ܸ
∆ூ
∆௏ (9) 
 
Therefore, the following equations might be interpreted using I-V characteristic: 
 
ቀ∆ூ∆௏ቁ ൌ െ ܫ ܸ⁄ 	ܽݐ	݉݌݌ (10)  
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ቀ∆ூ∆௏ቁ ൐ െ ܫ ܸ⁄ 	݈݂݁ݐ	݋݂	݉݌݌ (11) 
 
ቀ∆ூ∆௏ቁ ൏ െ ܫ ܸ⁄ 	ܴ݄݅݃ݐ	݋݂	݉݌݌ (12) 
 
Figure 5, illustrates incremental conductance method. Its complexity and sensitivity to 
noise might be mentioned as its problems; however, it is more precise than perturb and observe 
method. It is also an expensive method. 
 
 
 
 
Figure 5. Incremental conductance algorithm 
 
3.3. Current Sweep Method 
In this method current fluctuations are utilized to track maximum power point. In the I-V 
diagram Pmp is in the knee point which has the maximum variation in current. In this algorithm 
the point where current has maximum variation is considered. Considering current fluctuations 
around Pmp in I-V. 
 
3.4. Open Circuit Voltage and Short-Circuit Current Method 
A simple method for tracking maximum power point is using open circuit voltage and 
short-circuit current method [19, 20, 21, 22]. It is usually used in the islanded systems. In this 
method an approximately linear relation is found between open-circuit voltage and short-circuit 
current in the maximum power point. 
 
௠ܸ௣ ൎ ܭ ௢ܸ௖ (13) 
 
Where K is a number between 0.7 and 0.8. It is determined according to characteristics of 
materials constituting photovoltaic panel. Furthermore, the relationship between short-circuit 
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current and maximum power current (ܫ௠௣) might be derived. 
ܫ௠௣ ൎ ܭܫ௦௖                                                                                                               (14) 
 
Where K is a number between 0.8 and 0.9 Current linearization method is more accurate than 
voltage linearization; however, it imposes more implementation cost. Using linearization by the 
aforementioned methods optimization might be done and maximum power point could be 
tracked. Although it is a simple method, its less precise comparing to other methods. 
 
 
4. Conclusion 
Considering global attention toward solar energy, its problems must be overcome to 
obtain maximum efficiency in solar systems. In this study, firstly a model of photovoltaic cells 
was presented. Then, the governing equations were explained. The nonlinearity of I-V and P-V 
characteristics was shown by simulating equations in SIMULINK. The nonlinearity necessitates 
positioning of operating point on ௠ܲ௣. Then, a few methods for maximum power point tracking 
were investigated. An appropriate method must be selected according to required precision. 
Each method has pros and cons and one of them cannot be introduced as a generic solution for 
all circumstances. The designer must select the best solution considering the required precision 
and allowable cost. This paper might be a good resource for researchers which are dealing with 
MPPT methods. As future work, the optimization of mentioned methods might be investigated. 
 
 
References 
[1]  Bhubaneswari Parida, S Iniyan, Ranko Goic. A review of solar photovoltaic technologies. Renewable 
and Sustainable Energy Reviews. 2011; 3: 1625-1626. 
[2]  Poponi D.  Analysis of diffusion paths for photovoltaic technology based on Experience curves. Solar 
Energy. 2003; 74: 331–340. 
[3]  Yang J, Banerjee A, Guha S. Amorphous silicon based photovoltaics from earthto the “final frontier”. 
Solar Energy Materials & Solar Cells. 2003; 78: 597–612. 
[4]  Keles C, Malatya, Turkey, Alagoz BB, Akcin M, Kaygusuz A. A Photovoltaic system Model for 
Matlab/Simulink simulation. Power Engineering, Energy and Electrical Drives (POWERENG), 2013 
Fourth International Conference. 2013. 
[5]  H Patel and V Agarval. Matlab based Modeling to Study the Effects of Partial Shading on P_V Array 
Characteristics. IEEE Trans. on Energy Conversion. 2008; 23(1): 302-310. 
[6]  Anusuyadevi R, Suresh Pandiarajan P, Muruga Bharathi J. Maximum Power Point Tracking of DC To 
DC Boost Converter Using Sliding Mode Control. International Journal of Power Electronics and 
Drive Systems. 2014; 3(3): 321-327. 
[7]  Liang TH, et al. Development of generalized photovoltaic model using MATLAB/Simulink. In: 
Presented at the proceeding of the world congress on engineering and computer science. 2008. 
[8]  Chan DSH, Phang JCH. Analytical methods for the extraction of solar-cell single- and double-diode 
model parameters from I– V characteristics. IEEE Trans Electron Devices. 1987; 34, 286 – 93. 
[9]  Wasynczuk O. Dynamic behavior of a class of photovoltaic power systems. IEEE Power Eng Rev. 
1983; 3: 7-36. 
[10]  Hua C Lin JR. DSP-based controller application in battery storage of photo-voltaic system. In: 
Presented at the proceedings of the IEEE IECON 22nd international conference on industrial 
electronics, control, and instrumenta-tion. 1996. 
[11]  Zhang AAAL, Bai Y. Real-time maximum power point tracking for grid-connected photovoltaic 
systems. In: Proceedings of eighth international conference on power electronics and variable speed 
drives. 2000: 124-129. 
[12]  Lin JR, Hua CC. Fully digital control of distributed photovoltaic power systems. In: Proceedings of the 
IEEE international symposium industrial electro. 2001: 1-6. 
[13]  Chiang CCHML, Lin JR. Direct power control for distributed PV power system. In: Proc. power 
convers. conf, Osaka. 2002: 311-315. 
[14]  Chomsuwan PPK, Monyakul V. Photovoltaic grid connected inverter using two-switch buck-boost 
converter. In: Presented at the conf. record 29th IEEE photovoltaic spec conf. 2002. 
[15]  Jung GYY, Choi J, Choi J. High-frequency DC link inverter for grid-connected photovoltaic system. In: 
Presented at the conf. record 29th IEEE photovoltaic spec. conf. 2002. 
[16]  Xiao W, Dunford WG. A modi fi ed adaptive hill climbing MPPT method for photovoltaic power 
systems. In: Presented at the proc of 35th annu IEEE power electron spec conf. 2004. 
[17]  Brambilla MGA, Garutti A, Ronchi F. New approach to photovoltaic arrays maximum power point 
tracking. In: Presented at the proc 30th annu IEEE power electron spec conf. 1999. 
Bulletin of EEI  ISSN: 2089-3191  
 
A Survey on Maximum Power Point Tracking methods in Photovoltaic … (Sobhan Dorahaki) 
175
[18]  Hussein KH, Mota I. Maximum photovoltaic power tracking: an algorithm for rapidly changing 
atmospheric conditions. IEE ProcGenerTransm Distrib. 1995; 142: 59 – 64. 
[19]  Mostafa Barzegar Kalashani. New Structure for Photovoltaic Systems with Maximum Power Point 
Tracking Ability. International Journal of Power Electronics and Drive Systems (IJPEDS). 2014; 4(4): 
489-498. 
[20]  Chen-Chi Cho, Chieh-li Chen. “Robust maximum power point tracking method for Photovoltaiccell”. 
Elsevier solar energy. (2009: 1370-1378. 
[21]  Jancarle L Santos, Fernando Antunes, Anischehab, Cicrre Cruz. “A maximum power point tracker for 
pv systems using a high performance boost converter”. Elsevier solar energy. 2006: 772-778. 
[22]  V Salas, E Olias, A Lazaro, A Barrado. “New Algorithm only one variable measurement applied to a 
maximum power point tracker”. Elsevier solar energy materials and solar cell. 2005: 675-684. 
 
